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1.0 Description.  Furnishing and installing the epoxy polymer concrete overlay on the structure shall be in accordance with Sec 623.30 except as modified below.  

Delete Sec 623.30.3.4 and substitute the following:

623.30.3.4  Surface Preparation.  Before placement of the overlay, the entire deck surface shall be prepared by the cleaning practice established in the field adhesion strength tests in accordance with Sec 623.30.3.3, except that sand blasting will not be permitted. 

Delete Sec 623.30.3.6 and substitute the following:

623.30.3.6  Epoxy Mixture.  Mixing of epoxy components shall be in accordance with the manufacturer’s recommendations, except that the use of a volumetric mixer will be required.  When mineral fillers are specified, the mineral fillers shall be inert and non-settling or readily dispersible.  Material showing a permanent increase in viscosity or the settling of pigments that cannot be readily dispersed with a paddle shall be replaced at the contractor’s expense.  At least 95 percent of the filler shall pass the No. 200 sieve.
Delete Sec 623.30.3.7.2 and substitute the following:

623.30.3.7.2  The overlay shall consist of a two-course application of epoxy and aggregate.  A prime coat shall be used if the manufacturers recommends it.  Each of the two courses shall consist of a layer of epoxy covered with a layer of aggregate in sufficient quantity to completely cover the epoxy.  The thickness of each course shall be approximately equal.  The total thickness of the overlay shall be no less than ¼ inch.
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