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PROTECTIVE COATINGS - CONCRETE BENTS AND PIERS
Revised 11/19/15
1.0  Description.  Furnishing and installing the Protective Coatings for Concrete Bents and Piers shall be in accordance with the plans and Sec 711 except as modified below.
Delete Sec 711.3.1 and substitute the following:

711.3.1  Protective Coating - Concrete Bents and Piers (Urethane).   XE "Protective Coatings for Exposed Concrete Surfaces" This protective coating shall consist of a modified urethane or polyurethane elastomer.  New concrete shall cure a minimum of 28 days prior to application of the protective coating.  The coating shall be applied to dry surfaces.  The surface preparation and application shall be in accordance with the manufacturer's recommendations.  The surface preparation shall include removal of all loose or delaminated concrete, as well as any other contaminants or latent materials.  The coating shall be applied to obtain a minimum dry film thickness of 40 mils.  Any unevenly applied film that causes ponding of water shall be given additional coats as directed by the engineer.

Delete Sec 711.3.2 and substitute the following:

711.3.2  Protective Coating - Concrete Bents and Piers (Epoxy). XE "Dampproofing:Ordinary"   This protective coating shall consist of a two-component, modified polyamide converted epoxy, clear or gray in color.  New concrete shall cure a minimum of 28 days prior to application of the protective coating.  The coating shall be applied to dry surfaces.  The surface preparation and application shall be in accordance with the manufacturer's recommendations.  The surface preparation shall include removal of all loose or delaminated concrete, as well as any other contaminants or latent materials.  The coating shall be applied to obtain a minimum dry film thickness of 6 mils.

