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1.0  Description.  The contractor shall install pipe pile spacers at pile locations in the porous backfill of the mechanically stabilized earth walls to protect the reinforcement when driving pile for bridge substructure at end bent(s) as shown on the bridge plans.  The pipe pile spacer shall be accurately located and capped for future pile construction.
2.0  Construction Requirements.  The pipe pile spacer shall be in accordance with requirements of Sec 724 for Group C “Flexible Pipe – Metal” or “Flexible Pipe –Thermoplastic”.
2.1 The pipe pile spacer shall have an inside diameter greater than that of the pile and large enough to avoid damage to the pipe when driving the pile.  The size of pipe pile spacer shall be subject to approval by the engineer before work is started.  The bottom of the pipe pile spacers shall be placed below the bottom of the MSE wall leveling pad as shown on the plans.  The pipe pile spacers shall be filled with sand or other approved material after the pile is placed and before being driven.  Shop drawings of the pipe pile spacers will not be required. 
2.2  In lieu of using pipe pile spacers, the contractor has the option of driving the piles before construction of the retaining wall and placing the wall reinforcing and backfill material around the piling.  The contractor must adequately support the piling to insure that proper pile alignment is maintained during the wall construction.  The contractor's plan for bracing the pile shall be submitted to the engineer for review.
3.0  Method of Measurement.   Measurement for pipe pile spacers will be made per each.  
4.0  Basis of Payment.  Payment for the above described work, including all material, equipment, labor and any other incidental work necessary to complete this item, will be considered completely covered by the contract unit price for “Pipe Pile Spacers”.  No direct payment will be made when the contractor chooses the option as described in section 2.2 of this provision.

