Feb 23, 2015

MeDOTY PAL Material Listing by Company
W. R. Grace, (UT) P.O. Box 160188
Building J-5 Freeport Center Cle 84016

Concrete Admixtures 1054

Air-Entraining Admixtures

Air Entraining Agent for Concrete Reporting Unit = gallons  paravair 1000 (UT)
Daravair 1400 (UT)
Daravair AT 30 (UT)
Daravair AT60 (UT)
Darex Il AEA (UT)

Water-Reducing Admixtures

Type A Water Reducing Agent for Concre  Reporting Unit = gallons  ApvA 140 M (UT)
ADVA 195 (UT)
Daracem 55 (UT)
WRDA 64 (UT)
WRDA 82 (UT)
WRDA with Hycol (UT)
ZYLA 610 (UT)
ZYLA 630 (UT)

Type E Water Reduce & Accel Admix Con  Reporting Unit = gallons = paraccel (UT)

Type F High Range Water Reduce Agent  Reporting Unit = gallons  ApyvA 140 M (UT)

ADVA 190 (UT)
ADVA 195 (UT)

Retarding Admixtures

Type D Water Reduce & Retard Admix Con  Reporting Unit = gallons  paratard 17 (UT)

Daratard HC (UT)
RECOVER (UT)
WRDA 64 (UT)
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Concrete Admixtures 1054

Accelerating Admixtures

Type C Accelerating Admix No Chlorides  Reporting Unit = gallons  paraset 200 (UT)

Daraset 400 (UT)
PolarSet (UT)

Type C Accelerating Admix W/ Chlorides = Reporting Unit = gallons  paraccel (UT)
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