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GENERAL NOTES:

 

AGGREGATE UNDERDRAIN TO BE USED ONLY WHERE DESIGNATED 

ON PLANS.

 

AGGREGATE UNDERDRAIN SHALL BE PLACED AT THE LOW POINT 

OF THE SAG AND THE SPACING OF AGGREGATE UNDERDRAIN 

SHALL BE APPROX. 500’. AGGREGATE UNDERDRAINS WILL BE 

OMITTED ON THE CREST VERTICAL CURVES AND ON THE HIGH 

SIDE OF SUPERELEVATION.   THE LOW SIDE OF SUPER-

ELEVATION SPACING MAY BE DECREASED AS DIRECTED BY 

ENGINEER.

 

THE BOTTOM OF THE AGGREGATE DRAINS SHALL BE AT OR 

BELOW THE BOTTOM OF THE PAVEMENT’S AGGREGATE SUBBASE 

AT THE POINT OF CONTACT.  THE TOP OF THE AGGREGATE 

DRAINS SHALL BE NO HIGHER THAN THE BOTTOM OF THE 

SHOULDER’S AGGREGATE BASE.

SPECIAL SHEET

SHEET 1 OF 1

"THIS MEDIA SHOULD

NOT BE CONSIDERED

A CERTIFIED

DOCUMENT."

COUNTY

JOB NO.

CONTRACT ID.

ROUTE STATE

DISTRICT

D
A

T
E

D
E

S
C

R
IP

T
IO

N

MO

DATE PREPARED

BRIDGE NO.

PROJECT NO.

SHEET NO.

10/14/2008

I
F

 A
 S

E
A

L
 I

S
 P

R
E

S
E

N
T

 O
N

 T
H

I
S

 S
H

E
E

T
 I

T
 H

A
S

 B
E

E
N

 E
L

E
C

T
R

O
N

I
C

A
L

L
Y

 S
E

A
L

E
D

 A
N

D
 D

A
T

E
D

. 
 

PROJECT NO.

1
0

5
 W

E
S

T
 C

A
P

I
T

O
L

J
E

F
F

E
R

S
O

N
 C

I
T

Y
, 

M
O

 6
5

1
0

2

1
-
8
8
8
-
A

S
K

-
M

O
D

O
T

 (
1
-
8
8
8
-
2
7
5
-
6
6
3
6
)

M
I
S

S
O

U
R

I
 H

I
G

H
W

A
Y

S
 A

N
D

 T
R

A
N

S
P

O
R

T
A

T
I
O

N

C
O

M
M

IS
S

IO
N


