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	Sec
	Question #’s
	Rationale

	704.1

704.2
	n/a
	General Description of section.

	704.3.1

to 

704.3.8
	3, 4, 5
	Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results.

	704.4.1

704.4.1.1

704.4.1.2

704.4.1.3

704.4.1.4

704.4.1.7

704.4.1.8
	3, 4, 5
	Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results.

	704.4.1.5

704.4.1.9
	2, 3, 4, 5
	Regulations require the runoff water used in hydro demolition to be controlled and disposed properly.  Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results.

	704.4.1.6
	1, 3, 4, 5
	Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results. Column repair requirement is essential to maintain stability of the bridge.

	704.4.2.1

704.4.2.2

704.4.3

704.4.4.1

704.4.4.4
	3, 4, 5
	Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results.

	704.4.4.2

704.4.4.3


	1, 3, 4, 5
	Provides description essential for convenience and quality assurance to MoDOT and the contractor.  Also essential for providing instructions to achieve the desired results. The repair area must have the required strength to support the traffic and construction traffic.

	704.5

704.5.1

704.5.2

704.5.3

704.6


	3
	Provides description essential for convenience to MoDOT and the contractor.
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